Instructions for Use
For boat models: Jochym Marine JC220, JC249, JC299, JC 350
Manufacturer's Recommendation
The total number of persons and the total weight should not exceed the limits indicated on the label.
Safety Notice
Always use a life jacket. Be familiar with local shipping regulations, laws and always follow them. Always check the condition of the inflated boat before going out on the water and always inflate the boat to the required pressure. Never allow children to use the boat without adult supervision. Do not consume alcohol or other intoxicating substances while operating the boat. Do not exceed the specified certified maximum capacity of the boat. Do not use compressors, CO2, or compressed air to inflate the boat. Use only the recommended pumps. Never sleep on the boat while it is in motion.
General Information
The user manual does not provide comprehensive details on safety regulations for water sports. If needed, refer to the safety rules specific to your area. Familiarize yourself with local regulations and potential boating hazards. It is your responsibility to understand and comply with all applicable regulations. Additionally, ensure you are a competent swimmer for all water sports activities.
Installation of the Boat
Inflate the chambers starting with the rear ones and proceeding to the front. Always check the pressure before using the boat. Air temperature and weather conditions can affect the pressure of inflatable products. In cold weather, air contracts, which may reduce the pressure. If this occurs, add more air to the boat. In hot weather, air expands, potentially increasing pressure. Release some air if necessary to avoid overpressure. NEVER use high-pressure motor pumps, as they can create dangerous conditions. Never stand on the boat while inflating it. Ensure the boat is not placed on any objects during inflation. Do not open the air valve cap while the boat is in use. Verify that the valve is securely closed before using the boat.
Storage Instructions
Always store the boat in a dry location. If the boat will not be used for an extended period, ensure it is protected from sunlight, frost, and moisture. Avoid leaving the boat in direct sunlight for prolonged periods to prevent damage from high temperatures. Prior to storage, clean the boat thoroughly to remove all dirt. Store the boat in an inflated condition only with the floor removed and ensure it is completely free of dirt both inside and outside. To prolong the life of the boat, apply a suitable PVC boat impregnation product at least twice a year.
Air leak detection and repair
If you notice that the boat feels slightly soft, it may not necessarily indicate an air leak.  Air temperature fluctuations can affect the boat's air pressure. For example, if the boat was inflated during the day at a temperature of 32°C (90°F) and the temperature drops at night, the cooler air can cause the air inside the boat's chambers to contract. This may not be evident until the next morning. If you find damage to the boat, use the included glue kit for repairs. Alternatively, Bostic Vinicol 1527 glue can be used. 
The temperature of the PVC material and the temperature of the glue is resistant to a maximum temperature of 65°C
The inflatable boat JC220, JC249, JC 299, JC 350 has been designed and manufactured in compliance with the following standard:
EN ISO 6185-2 and Directive 2013/53/EU
EN ISO 6185-2 and Directive 2018/EU
EN ISO 6185-2 and Directive 2001 /EU
Boats with engine power 4.5kw-15kw
Vessel design category D-inland: This boat is designed for navigation in sheltered coastal waters, small bays, lakes, rivers, and canals. It is suitable for conditions where wind force up to level 4 and wave heights up to and including 0.3 meters can be expected, with occasional waves reaching a maximum height of 0.5 meters.
If any questions, please contact us at:
CARP BROTHERS - JOCHYM MARINE
Michal Plichta, Na Parcelách 181, 25268 Středokluky, Czech Republic 						Sale date:
Phone: +420 724109114
Mail: info@carpbrothers.cz
The instructions for use serve as a warranty card. The warranty period according to EU directives is 24 months.
